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Staging Limiter  with Apps Booster  
 

Staging Limiter with Apps 
Booster 

Vehicle / Year 

1057720* 
1998.5-2002 Dodge Cummins 
2003-2004 Dodge Cummins 
with APPS on engine 

1057721 2005-2006 Dodge Cummins 

1057722 
2007-2019 Dodge Cummins 
2011-2018 Ford Powerstroke 

1057724 2005-2010 Ford Powerstroke 

1057725 2001-2005 GMC Duramax 

1057726 2006-2007 GMC Duramax 

1057727 2008-2019 GMC Duramax 
U 

 

 

 
 

*Throttle sensitivity feature can only be used on manual transmissions for this model 
 

PLEASE READ ALL INSTRUCTIONS BEFORE INSTALLATION 
 

DOWNLOAD COLOR  
INSTALL MANUALS AT 
www.bddiesel.com 
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K I T  C O N T E N T S :   
Please check to make sure that you have all the parts listed in this kit before you start 

the disassembly of your truck. 
 

105772X Staging Limiter Kits  

1301190 1301189 

  

Staging Limiter Module Staging Limiter Bracket 

Qty: 1  Qty: 1  

1330053 1003322 1300131 

 
  

Alcohol Wipe Staging Controls Decal Medium Tie Wrap 

Qty: 1  Qty: 1  Qty: 6  

1300348 1330054 1330052 

 
 

 

Posi-Tap Connector (18-22ga) Tape; Double Sided Screw 

Qty: 2  Qty: 1  Qty: 1  
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1057720 Kit Contents  1057721 Kit Contents  

1331190-2 1331191-2 

 
 

Dodge 98.5-04 Harness Dodge 05-06 Harness 

Qty: 1  Qty: 1  

 
 
 

1057722 Kit Contents  

1331192-2 

 
Dodge 07-19 Harness 
Ford 11-18 Harness 

Qty: 1  
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1057724 Kit Contents  1057725 Kit Contents  

1331194-2 1331195-2 

  

Ford 05-10 Harness GM 01-05 Harness 

Qty: 1  Qty: 1  

 
 
 
 

1057726 Kit Contents  1057727 Kit Contents  

1331196-2 1331197-2 

 

 

GM 06-07 Harness GM 08-19 Harness 

Qty: 1  Qty: 1  
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Introduction  

The staging limiter allows the driver to limit throttle output when the brake pedal is 
depressed to get more consistent launches and keep from spinning tires or driving 
through the brakes during staging. An enable switch and a control knob are mounted on 
the dash which enable the module and control the maximum throttle during staging. The 
driver can then dial in the desired engine output with ease. This product is great for drag 
racers. 
 
This kit includes a built in throttle sensitivity booster which can be set to medium, high or 
off. This helps correct much of the perception of the throttle lag associated with drive-by-
wire systems during normal daily driving. 
 

INSTALLATION  

 

VEHICLE SHOULD BE SAFELY SECURED BEFORE 
INSTALLATION. 

 

1. To avoid setting possible fault codes, disconnect vehicle batteries before 

proceeding. 

2. Locate vehicle accelerator pedal position sensor and disconnect wiring harness. 

a. On 1998-2004 Dodge vehicles, this sensor is located under a plastic cover 

below the intake elbow on the driverôs side of the engine. The sensors 

connector faces downward.  
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b. On all other models, the sensor is built into the top of the accelerator pedal 
below the dashboard. 
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3. Connect supplied wiring harness to the sensor and connect the other end to the 

factory wiring harness. Secure harness with zip ties so that it does not interfere with 

pedal operation. Removal of the knee bolster may ease installation. 

 
 

 

4. Determine location to mount the supplied switch bracket. It may be mounted on top 

or below the dashboard as depicted below. When mounted under dash it will be 

reversed. 

 

 

 

 
If mounting with double sided tape, clean both surfaces with alcohol wipe before applying 
the tape to ensure good adhesion. Alternatively, to mount with a screw bend the small 
locator tabs on the ends of the bracket downwards with needle nose pliers. Then drill a 
hole in the dashboard to accept the locator tabs. Install center screw to attach the 
assembly. 
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5. Adhere the control panel decal to bracket. Disconnect terminals from the rocker 
switch and snap into the bracket. Re-attach wires in the same order. Install the 
potentiometer and control knob into the bracket. The knob may be removed and 
installed with a 1/16ò Allen wrench. 

 
Alternatively, the controls may be installed in the dashboard without using the 
bracket ï in this case use the supplied sticker or bracket as a drilling template. 

6. Run the remaining red and black wires from the switch to the brake switch or body 

control module (see application list below). Attach the red wire to the brake light 

output and attach the black wire to ground using supplied posi-taps. Verify wire 

connection using test light. 

 

ü Black wire may be connected to any ground location, the below are merely the 
suggested locations. If no switch illumination is desired, the black ground wire may 
be left disconnected.  
 

ü If installing with a manual transmission, it may be desirable to connect the red input 
wire directly to switched ignition power instead of to the brake switch. If installing in 
this way, the driver will manually control the limiter. Do not forget to turn the switch 
off during regular driving or engine power will be significantly limited. 


